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Solid Brass and Stainless Steel Components

Short Rail Posts are the perfect choice for short
walls, curtain rods, door pulls, and much more!
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snort Rail Posts

Solid Brass and Stainless Steel Components

Standard Finishes & Materials: Polished Brass, Polished Stainless Steel, & Satin Stainless Steel. . STAINLESS STEEL

In addition to our standard finishes, Brass Clear Coat & Lido Tone finishes may be available. Please call for details.
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330 7732 T izmg 70T 336 ¢
Ball End Post Ball Center Post 6" Ball End Post 6" Ball Center Post Flush End Post
Item# |Tubing CP | D Item# |Tubing CP | D Item# |Tubing CP | D Item# |Tubing CP A D Item# Tubing CP A D
® 330/1 1" 2%" 2%" @ 3321 1" 23%" 2%" 334/2 2" 5" 3" 336/2 2" 5" 3%" | @ 3401 1" 2" 13%"
330/1H 11" 23" 256" 332/1H 11" 23" 256" © 340/1H 11" 27he" 25hs"
330/2 2" 3" 33" 332/2 2" 3" 3%" © 340/2 2" 3u" 2%
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Saddle Post Undrilled Saddle Post Flush Center Post Low Saddle Post Tuall Saddle Post
Item# | Tubing CP D Item# | Tubing CP D Item# | Tubing CP D Item# | Tubing CP D Item#  Tubing CP D
341/1H 1%" 21" 2" 341UMH  1%" 2%" 2%" | @ 342/1 1" 28" 13%" | @ 348/1H 1%" 4" 3" © 348L/AH 1%" 6" 3"
341/2 2" 3% 2% 341U/2 2" 3W" 2%:" | @ 342/1H 1%" 27he" 251" | @ 348/2 2" 4" 3" © 348L72 2" 6" 3"
@3422 2" 3% 2%
Please check our current price list for ongoing information updates.
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Flush End Cap Flush Ell Lavi Metal Polish Loctite 326 Adhesive Loctite 7649 Primer
600 732 00202 Recommended for Brass! Recommended for .
00201 Stainless Steel! Tubing
00211
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